Dalapro

Wall adhesives for
all surfaces
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Our new wall adhesives are easy to work with and produce a perfect result.
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Perfect end result!

Our new, easy-to-use adhesive products have been produced with a focus on
user-friendliness and a perfect end result with smooth surfaces.
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Labelling to help you choose
the right type of adhesive

STB stand for Sveriges Tapetindustriers Branschrad (Swedish
Wallpaper Industries’ Council]. The labels are intended to offer
guidance in choosing the appropriate adhesive for different
kinds of wallpapers.

TYPE OF ADHESIVE STB CODE

Powdered adhesive based on:

‘ Starch o ‘
Methyl cellulose o0 ‘
Methyl cellulose with PVAc XX |

Ready-mixed adhesive

Starch-based with or u

without PVAc reinforcement

Fabric adhesive, adapted

for machine N

Fabric adhesive with <20% A

dry matter content

Fabric adhesive with >20%

dry matter content AA
‘ Non-woven adhesive AAA ‘
‘ Wetroom adhesive (@] ‘

Paper-based wallpapers are divided into:

ePaper wallpapers eTextured vinyl wallpapers
eTextured acrylic wallpapers eSmooth vinyl wallpapers
e Textile wallpapers



Dalapro Allround
Adhesive

Dalapro Allround Adhesive is a professional quality,
Ecolabelled allround wall adhesive.

A water-based starch adhesive for mounting paper
and non-woven wallpaper, as well as fine textured
fibreglass and CP fabrics.

Suitable for most substrates in new construction
and renovation indoors.
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aner once A Binding agent: PVAc starch

AAA Solvent: Water
Dry matter content: 14 %
Colour: White
Consumption: 1 litre will cover 4-6 sq.m
Flammability: Does not spread or support fire
Packaging: 5-litre and 12-litre plastic buckets

At dalapro.com there are product data sheets and
environmental documentation to download.




Dalapro Wallpaper
Adhesive

Dalapro Wallpaper Adhesive is a professional
quality, Ecolabelled wall adhesive.

A water-based starch adhesive for mounting
paper wallpaper and wallpaper made of acrylic
or vinyl with a paper reverse side.

Suitable for most substrates in new construction
and renovation indoors.
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TECHNICAL DATA

Binding agent: PVAc starch

Solvent: Water

Dry matter content: 6 %

Colour: Transparent

Consumption: 1 litre will cover 4-6 sq.m
Flammability: Does not spread or support fire
Packaging: 5-litre and 12-litre plastic buckets

At dalapro.com there are product data sheets and
environmental documentation to download.




Dalapro Extra
Adhesive

Dalapro Extra Adhesive is a professional quality,
ready-mixed wall adhesive with extra strong
adhesive qualities.

A water-based starch adhesive for mounting
fibreglass fabric, Hessian, textile structure and
vinyl wallpaper with a paper reverse side.

Suitable for most substrates in new construction
and renovation.
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TECHNICAL DATA

Binding agent: PVAc starch

Solvent: Water

Dry matter content: 18 %

Colour: White

Consumption: 1 litre will cover 4-6 sq.m
Flammability: Does not spread or support fire
Packaging: 5-litre and 12-litre plastic buckets

At dalapro.com there are product data sheets and
environmental documentation to download.



Dalapro Hydro
Adhesive

Dalapro Hydro Adhesive is a professional quality
wetroom adhesive.

A water-based starch adhesive for mounting
woven glass fibre, vinyl wallpapers with
polyester fibreglass or fabric reinforcement
up to 0.6 mm.

Suitable for most substrates in new construction
and renovation indoors.
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TECHNICAL DATA

Binding agent: PVAc starch

Solvent: Water

Dry matter content: 29 %

Colour: White

Consumption: 1 litre will cover 4-6 sq.m
Flammability: Does not spread or support fire
Packaging: 5-litre and 12-litre plastic buckets

At dalapro.com there are product data sheets and
environmental documentation to download.



Dalapro® is the Nordic region’s leading supplier of filling products
and accessories for professional craftsmen. The products have
been developed to meet our customers’ strict requirements for
ergonomics, quality, economy and effectiveness. They are qualityas-
sured to ISO 9001 and environmentally certified to ISO 14001.

Saint-Gobain Sweden AB, Scanspac
Kemivagen 7

705 97 Glanshammar

+46 (0)19-46 34 00

dalapro.com

info@dalapro.com

Scanspac makes reservations for possible changes or printing errors.
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